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MONTANA WELL LOG REPORT Other Options

This well log reports the activities of a licensed Montana well driller,
serves as the official record of work done within the borehole and casing,
and describes the amount of water encountered. This report is compiled
electronically from the contents of the Ground Water Information Center
(GWIC) database for this site. Acquiring water rights is the well owner's
responsibility and is NOT accomplished by the filing of this report.

Go to GWIC website
View scanned well log  (3/25/2010 11:57:09 AM)

Site Name: LAUBACH DON
GWIC Id: 105997
DNRC Water Right: C072046­00

Section 1: Well Owner(s)
1) LAUBACH, DON (MAIL)
N/A
GARDINER MT 59030 [07/17/1989] 

Section 2: Location
Township Range Section Quarter Sections

09S 09E 15 SE¼ SE¼ SE¼
County Geocode

PARK  
Latitude Longitude Geomethod Datum
45.043691 110.596596 TRS­SEC NAD83

Ground Surface Altitude Method Datum Date
       

Addition Block Lot
MINERAL SURVEY #9681    

Section 3: Proposed Use of Water
DOMESTIC (1)

Section 4: Type of Work
Drilling Method: ROTARY
Status: NEW WELL

Section 5: Well Completion Date
Date well completed: Monday, July 17, 1989

Section 6: Well Construction Details
Borehole dimensions
From To Diameter

0 165 6
Casing

From To Diameter
Wall
Thickness

Pressure
Rating Joint Type

0 18.5 6       STEEL
18.5 165 4       PVC
Completion (Perf/Screen)

From To Diameter
# of
Openings

Size of
Openings Description

165 165 4     OPEN BOTTOM *
Annular Space (Seal/Grout/Packer)

From To Description
Cont.
Fed?

0 20 BENTONITE  

Section 7: Well Test Data

Total Depth: 165
Static Water Level: 83
Water Temperature: 

Air Test *

 1  gpm with drill stem set at    feet for  1  hours.
Time of recovery  1  hours.
Recovery water level  83  feet.
Pumping water level    feet.

* During the well test the discharge rate shall be as uniform as
possible. This rate may or may not be the sustainable yield of
the well. Sustainable yield does not include the reservoir of the
well casing.

Section 8: Remarks

Section 9: Well Log
Geologic Source
500PRBL ­ PRE­BELT
From To Description

0 7 SAND
7 165 SCHIST ROCK
     
     
     
     
     
     
     
     
     
     
     
     
     

Driller Certification
All work performed and reported in this well log is in
compliance with the Montana well construction standards. This
report is true to the best of my knowledge.

Name:
Company: VAN DYKEN DRILLING INC

License No: WWC­380
Date

Completed: 7/17/1989

http://mbmggwic.mtech.edu/
http://mbmggwic.mtech.edu/sqlserver/v11/data/apps/scandownload.asp?gwicid=105997&FileName=/logsrv/2010_3/105997.PDF&reqby=M&


MONTANA WELL LOG REPORT Other Options

This well log reports the activities of a licensed Montana well driller,
serves as the official record of work done within the borehole and casing,
and describes the amount of water encountered. This report is compiled
electronically from the contents of the Ground Water Information Center
(GWIC) database for this site. Acquiring water rights is the well owner's
responsibility and is NOT accomplished by the filing of this report.

Go to GWIC website
View scanned well log  (3/25/2010 11:58:25 AM)

Site Name: JOHNSON WARREN
GWIC Id: 175267
DNRC Water Right: C108912

Section 1: Well Owner(s)
1) JOHNSON, WARREN (WELL)
162 CREVICE MOUNTAIN RD
GARDINER MT 59030 [01/01/2009] 
2) JOHNSON, WARREN (MAIL)
BOX 399
GARDINER MT 59030 [08/30/1999] 

Section 2: Location
Township Range Section Quarter Sections

09S 09E 16 NW¼ SW¼ NE¼ SW¼
County Geocode

PARK  
Latitude Longitude Geomethod Datum
45.047837 110.630651 TRS­SEC NAD83

Ground Surface Altitude Method Datum Date
       

Addition Block Lot
     

Section 3: Proposed Use of Water
DOMESTIC (1)

Section 4: Type of Work
Drilling Method: REPLACEMENT
Status: NEW WELL

Section 5: Well Completion Date
Date well completed: Monday, August 30, 1999

Section 6: Well Construction Details
Borehole dimensions
From To Diameter

0 195 6
Casing

From To Diameter
Wall
Thickness

Pressure
Rating Joint Type

­2 180 6 0.250   WELDED STEEL
170 190 4   160.00   PLASTIC
Completion (Perf/Screen)

From To Diameter
# of
Openings

Size of
Openings Description

170 190 4   .025X1 IN FACTORY SLOTTED
Annular Space (Seal/Grout/Packer)

From To Description
Cont.
Fed?

0 0 BENTONITE Y

Section 7: Well Test Data

Total Depth: 195
Static Water Level: 65
Water Temperature: 

Air Test *

 20  gpm with drill stem set at  180  feet for  2  hours.
Time of recovery  1  hours.
Recovery water level  65  feet.
Pumping water level    feet.

* During the well test the discharge rate shall be as uniform as
possible. This rate may or may not be the sustainable yield of
the well. Sustainable yield does not include the reservoir of the
well casing.

Section 8: Remarks

Section 9: Well Log
Geologic Source
Unassigned
From To Description

0 29 LARGE BOULDERS GRAVEL AND CLAY

29 95 SOFT SANDY CLAYS WITH SOME GRAVELS AND
BOULDERS

95 120 CLAY BOUND GRAVELS AND FEW BOULDERS
120 185 SANDY CLAYS GRAVEL AND FEW BOULDERS
185 195 BROKEN UP BEDROCK BLACK GRANITE

     
     
     
     
     
     
     
     
     
     

Driller Certification
All work performed and reported in this well log is in
compliance with the Montana well construction standards. This
report is true to the best of my knowledge.

Name:
Company: HAYES DRILLING

License No: WWC­361
Date

Completed: 8/30/1999

http://mbmggwic.mtech.edu/sqlserver/v11/data/apps/scandownload.asp?gwicid=175267&FileName=/logsrv/2010_3/175267.PDF&reqby=M&
http://mbmggwic.mtech.edu/


 
 
 
 
 

Appendix B-2: 
 

Abstract: A Critical Review of Static Geochemical Test 
Methods Applied to Mining Wastes, Including Their 

Applicability to Field Conditions 
By Pierre D S Rousseau 

 
 
 
 
 
 
 
 
 
 
 
 
 
















